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Performance data - 50Hz, 400V

OUTPUT
kW

 
FULL
LOAD
rpm

 
FRAME

NO.

EFFICIENCY POWER  
FACTOR CURRENT TORQUE ROTOR

 
J

kg-m2

APPROX.
WEIGHT

 
kg

FULL
LOAD

(%)

3/4
LOAD

(%)

2/4
LOAD

(%)

FULL
LOAD

FULL
LOAD

(A)

LOCKED
ROTOR

(R)

FULL
LOAD
N•m

LOCKED
ROTOR
%FLT

PULL
UP

%FLT

BREAK
DOWN
%FLT

0,75 2875 80M 80,7 78,3 75,1 84,5 1,59 12 2,491 280 275 335 0,001 17,5

1,1 2870 80M 82,7 83,0 81,3 85,0 2,26 18 3,660 300 295 350 0,002 19,5

1,5 2850 90S 84,2 85,4 85,8 90,5 2,84 22 5,026 220 210 300 0,003 25,0

2,2 2860 90L 85,9 86,7 86,8 89,5 4,13 35 7,346 245 235 315 0,004 28,0

3 2855 100L 87,1 88,3 88,4 90,0 5,52 48 10,04 325 310 355 0,006 38,0

4 2875 112M 88,1 89,0 88,9 91,0 7,20 69 13,29 270 250 360 0,011 50,0

5,5 2930 132S 89,2 89,8 89,5 88,5 10,1 80 17,93 210 205 340 0,019 70,5

7,5 2920 132S 90,1 90,9 90,8 87,0 13,8 100 24,53 210 195 315 0,020 75,0

11 2935 160M 91,5 92,5 92,5 90,0 19,3 150 35,79 230 185 300 0,046 110

15 2935 160M 91,9 92,0 92,0 89,0 26,5 230 48,81 275 230 330 0,051 120

18,5 2930 160L 92,4 93,0 93,0 90,0 32,1 260 60,30 245 200 300 0,059 137

22 2940 180M 93,0 93,0 93,0 87,0 39,2 300 71,46 225 180 300 0,071 178

30 2950 200L 93,3 93,5 92,5 90,0 51,6 400 97,12 200 145 300 0,151 276

37 2955 200L 94,0 95,0 94,5 91,0 62,4 510 119,6 210 145 300 0,188 302

45 2960 225M 94,0 94,0 93,5 91,0 75,9 615 145,2 170 140 300 0,30 333

55 2970 250M 95,0 95,0 95,0 91,5 91,3 735 176,9 165 130 315 0,39 456

75 2965 280S 94,7 94,5 93,5 90,5 126 1000 241,6 220 190 280 0,60 585

90 2970 280M 95,0 94,8 94,1 90,5 151 1250 289,4 220 190 280 0,70 640

110 2970 315S 95,2 95,0 94,0 90,0 185 1515 353,7 220 190 250 1,00 870

132 2970 315M 95,4 95,2 94,4 90,5 221 1670 424,4 220 190 250 1,20 940

160 2975 315M 95,6 95,5 94,8 91,0 265 2140 513,6 230 200 250 1,30 980

200 2975 315L 95,8 95,6 95,0 91,0 331 2550 642,0 230 200 250 1,50 1.150

250 2975 315D 95,8 95,8 94,8 91,0 414 3050 802,5 210 180 250 2,40 1.600

315 2975 315D 95,8 95,5 94,7 91,0 522 3800 1011 210 180 250 2,6 1.750

355 2978 355C 95,8 95,5 94,7 91,5 585 4635 1138 130 110 230 5,0 2.470

375 2978 355C 95,8 95,6 94,8 91,5 617 5000 1203 130 110 230 5,2 2.500

400 2978 355C 95,8 95,6 94,8 91,6 658 5280 1283 130 110 230 5,6 2.550

2 Pole

Note:

1.The above are typical values based on tests according to IEC 60034-2-1
2.Tolerance according to IEC 60034-1
3.Efficiency, power factor, speed and torque are the same for other voltages. Current values vary inversely with voltage
4.(*) Efficiency per TECO performance standard (Not IE3)
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OUTPUT
kW

 
FULL
LOAD
rpm

 
FRAME

NO.

EFFICIENCY POWER  
FACTOR CURRENT TORQUE ROTOR

 
J

kg-m2

APPROX.
WEIGHT

 
kg

FULL
LOAD

(%)

3/4
LOAD

(%)

2/4
LOAD

(%)

FULL
LOAD

FULL
LOAD

(A)

LOCKED
ROTOR

(R)

FULL
LOAD
N•m

LOCKED
ROTOR
%FLT

PULL
UP

%FLT

BREAK
DOWN
%FLT

0,75 2875 80M 80,7 78,3 75,1 84,5 1,59 12 2,491 280 275 335 0,001 17,5

1,1 2870 80M 82,7 83,0 81,3 85,0 2,26 18 3,660 300 295 350 0,002 19,5

1,5 2850 90S 84,2 85,4 85,8 90,5 2,84 22 5,026 220 210 300 0,003 25,0

2,2 2860 90L 85,9 86,7 86,8 89,5 4,13 35 7,346 245 235 315 0,004 28,0

3 2855 100L 87,1 88,3 88,4 90,0 5,52 48 10,04 325 310 355 0,006 38,0

4 2875 112M 88,1 89,0 88,9 91,0 7,20 69 13,29 270 250 360 0,011 50,0

5,5 2930 132S 89,2 89,8 89,5 88,5 10,1 80 17,93 210 205 340 0,019 70,5

7,5 2920 132S 90,1 90,9 90,8 87,0 13,8 100 24,53 210 195 315 0,020 75,0

11 2935 160M 91,5 92,5 92,5 90,0 19,3 150 35,79 230 185 300 0,046 110

15 2935 160M 91,9 92,0 92,0 89,0 26,5 230 48,81 275 230 330 0,051 120

18,5 2930 160L 92,4 93,0 93,0 90,0 32,1 260 60,30 245 200 300 0,059 137

22 2940 180M 93,0 93,0 93,0 87,0 39,2 300 71,46 225 180 300 0,071 178

30 2950 200L 93,3 93,5 92,5 90,0 51,6 400 97,12 200 145 300 0,151 276

37 2955 200L 94,0 95,0 94,5 91,0 62,4 510 119,6 210 145 300 0,188 302

45 2960 225M 94,0 94,0 93,5 91,0 75,9 615 145,2 170 140 300 0,30 333

55 2970 250M 95,0 95,0 95,0 91,5 91,3 735 176,9 165 130 315 0,39 456

75 2965 280S 94,7 94,5 93,5 90,5 126 1000 241,6 220 190 280 0,60 585

90 2970 280M 95,0 94,8 94,1 90,5 151 1250 289,4 220 190 280 0,70 640

110 2970 315S 95,2 95,0 94,0 90,0 185 1515 353,7 220 190 250 1,00 870

132 2970 315M 95,4 95,2 94,4 90,5 221 1670 424,4 220 190 250 1,20 940

160 2975 315M 95,6 95,5 94,8 91,0 265 2140 513,6 230 200 250 1,30 980

200 2975 315L 95,8 95,6 95,0 91,0 331 2550 642,0 230 200 250 1,50 1.150

250 2975 315D 95,8 95,8 94,8 91,0 414 3050 802,5 210 180 250 2,40 1.600

315 2975 315D 95,8 95,5 94,7 91,0 522 3800 1011 210 180 250 2,6 1.750

355 2978 355C 95,8 95,5 94,7 91,5 585 4635 1138 130 110 230 5,0 2.470

375 2978 355C 95,8 95,6 94,8 91,5 617 5000 1203 130 110 230 5,2 2.500

400 2978 355C 95,8 95,6 94,8 91,6 658 5280 1283 130 110 230 5,6 2.550

IE3 CI, TEFC, CLASS F, 40°C AMBIENT TEMP. IEC, CONTINUOS DUTY 50HZ 400V

OUTPUT
kW

 
FULL
LOAD
rpm

 
FRAME

NO.

EFFICIENCY POWER  
FACTOR CURRENT TORQUE ROTOR

 
J

kg-m2

APPROX.
WEIGHT

 
kg

FULL
LOAD

(%)

3/4
LOAD

(%)

2/4
LOAD

(%)

FULL
LOAD

FULL
LOAD

(A)

LOCKED
ROTOR

(R)

FULL
LOAD
N•m

LOCKED
ROTOR
%FLT

PULL
UP

%FLT

BREAK
DOWN
%FLT

0,55 1430 80M 79,0(*) 77,9 74,7 69,0 1,46 9 3,673 300 270 320 0,002 17,5

0,75 1410 80M 82,5 81,8 79,7 73,5 1,79 11 5,080 315 290 335 0,003 20,5

1,1 1430 90S 84,1 84,4 83,2 79,5 2,37 17 7,346 255 205 300 0,005 26,0

1,5 1435 90L 85,3 84,1 82,2 75,0 3,38 26 9,983 300 235 335 0,006 28,0

2,2 1450 100L 86,7 87,3 86,9 81,0 4,52 33 14,49 210 160 300 0,011 38,0

3 1455 100L 87,7 87,7 86,2 78,0 6,33 49 19,69 250 240 335 0,013 40,5

4 1445 112M 88,6 88,4 87,9 82,0 7,95 57 26,44 245 205 300 0,021 54,0

5,5 1455 132S 89,6 90,4 90,3 85,5 10,4 77 36,10 240 200 300 0,033 74,5

7,5 1460 132M 90,4 90,9 90,6 84,5 14,2 110 49,06 270 225 330 0,043 85,0

11 1460 160M 91,4 92,0 91,5 84,0 20,7 160 71,95 230 185 300 0,091 133

15 1460 160L 92,1 92,5 92,5 84,5 27,8 225 98,12 250 195 300 0,115 138

18,5 1475 180M 92,6 94,0 93,0 81,5 35,4 270 119,8 215 160 280 0,176 183

22 1475 180L 93,0 93,5 93,0 81,0 42,2 315 142,4 210 145 275 0,197 199

30 1470 200L 94,1 95,0 95,0 86,0 53,5 445 194,9 250 205 300 0,363 266

37 1480 225S 94,1 95,0 94,5 85,5 66,4 505 238,8 210 175 300 0,474 333

45 1480 225M 94,5 95,0 94,5 84,5 81,3 600 290,4 210 175 300 0,495 368

55 1485 250M 95,0 95,0 94,5 87,5 95,5 750 353,7 210 185 295 0,978 492

75 1485 280S 95,0 95,0 94,5 88,5 129 1000 482,3 220 190 280 1,500 660

90 1485 280M 95,2 95,2 94,5 88,5 154 1200 578,8 220 190 280 1,700 700

110 1480 315S 95,4 95,4 94,8 88,5 188 1595 709,8 220 190 260 2,200 930

132 1485 315M 95,6 95,6 95,2 89,0 224 1815 848,9 220 190 260 2,60 1.040

160 1485 315M 95,8 95,8 95,5 89,0 271 2225 1029 230 200 260 2,90 1.080

200 1485 315L 96,0 96,0 95,6 89,5 336 2630 1286 230 200 260 3,50 1.250

250 1485 315D 96,0 95,8 95,2 87,0 432 3300 1608 200 170 250 6,90 1.800

315 1488 315D 96,0 96,0 95,5 87,0 544 4050 2022 200 170 260 7,80 2.000

355 1488 355C 96,0 96,0 95,5 89,5 596 4280 2278 200 170 280 9,50 2.500

375 1488 355C 96,0 96,0 95,5 89,5 630 4450 2407 200 170 280 10,00 2.550

400 1488 355C 96,0 96,0 95,5 89,6 671 4975 2567 210 180 280 10,70 2.630

4 Pole

Note
1. The  above  are  typical  values  based  on  test according to IEC 60034-2-1.						    
2. Tolerance  according  to  IEC 60034-1.							     
3. Efficiency,  power  factor,  speed  and  torque  are  the  same  for  other  voltages Current  values  vary  inversely  with  voltage.	
4. (*) Efficiency,  per  TECO  performance  standard  ( Not  IE3 ).
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Performance data - 50Hz, 400V

OUTPUT
kW

 
FULL
LOAD
rpm

 
FRAME

NO.

EFFICIENCY POWER  
FACTOR CURRENT TORQUE ROTOR

 
J

kg-m2

APPROX.
WEIGHT

 
kg

FULL
LOAD

(%)

3/4
LOAD

(%)

2/4
LOAD

(%)

FULL
LOAD

FULL
LOAD

(A)

LOCKED
ROTOR

(R)

FULL
LOAD
N•m

LOCKED
ROTOR
%FLT

PULL
UP

%FLT

BREAK
DOWN
%FLT

0,37 920 80M 70,0(*) 69,0 64,8 65,0 1,17 5 3,841 230 210 250 0,002 18,0 

0,55 905 80M 70,0(*) 69,7 66,2 69,0 1,64 6 5,804 210 195 250 0,003 19,5

0,75 935 90S 78,9 80,6 79,4 71,0 1,93 9 7,660 210 190 250 0,005 27,5

1,1 930 90L 81,0 81,2 80,5 72,0 2,72 13 11,30 210 185 240 0,007 30,0

1,5 950 100L 82,5 82,9 81,5 72,5 3,62 18 15,08 210 175 250 0,015 41,0

2,2 960 112M 84,3 84,3 82,2 67,0 5,62 29 21,89 190 180 280 0,021 52,5

3 970 132S 85,6 86,1 85,1 79,5 6,36 41 29,54 195 170 300 0,038 74,0

4 970 132M 86,8 87,2 86,3 79,5 8,37 57 39,38 200 185 310 0,051 84,0

5,5 970 132M 88,0 88,0 86,2 73,5 12,3 88 54,15 210 205 345 0,054 87,0

7,5 970 160M 90,0 91,0 90,0 79,0 15,2 110 73,84 235 210 300 0,121 110

11 970 160L 90,3 91,0 90,5 78,0 22,5 170 108,3 295 255 300 0,157 138

15 970 180L 91,2 92,0 92,0 82,0 29,0 200 147,7 215 165 255 0,334 205

18,5 975 200L 92,0 93,0 93,0 80,5 36,1 260 181,2 220 185 265 0,457 263

22 975 200L 92,2 93,0 93,5 81,5 42,3 305 215,5 210 185 265 0,520 283

30 980 225M 93,0 94,0 94,0 83,5 55,8 335 292,3 210 160 240 0,756 343

37 980 250M 93,3 94,0 94,0 85,0 67,3 490 360,6 230 200 280 1,048 458

45 982 280S 93,7 93,7 93,0 85,5 81,1 570 437,6 220 190 280 1,800 600

55 980 280M 94,1 94,1 93,5 85,5 98,7 720 536,0 220 190 280 2,100 660

75 985 315S 94,6 94,6 94,0 85,0 135 910 727,2 220 190 250 3,20 850

90 985 315M 94,9 94,9 94,6 85,5 160 1200 872,6 230 200 260 3,80 1.000

110 985 315M 95,1 95,2 94,7 85,5 195 1500 1066 230 200 250 4,60 1.120

132 988 315L 95,4 95,5 95,2 85,0 235 1700 1276 230 200 250 5,10 1.200

160 988 315L 95,6 95,6 95,2 85,0 284 2000 1547 230 200 250 5,80 1.320

200 988 315D 95,8 95,8 95,5 85,0 355 2500 1933 210 180 240 9,80 1.750

250 988 315D 95,8 95,8 95,5 85,0 443 3100 2416 200 170 240 11,60 2.100

315 990 355C 95,8 95,8 95,5 84,5 562 4175 3039 200 170 280 15,70 2.700

355 990 355C 95,8 95,8 95,5 84,5 633 4425 3424 200 170 280 16,20 2.740

375 990 355C 95,8 95,8 95,5 84,5 669 4630 3617 200 170 280 16,90 2.800

6 Pole

Note:

1. The above are typical values based on tests according to IEC 60034-2-1
2. Tolerance according to IEC 60034-1
3. Efficiency, power factor, speed and torque are the same for other voltages. Current values vary inversely with voltage
4. (*) Efficiency per TECO performance standard (Not IE3)
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OUTPUT
kW

 
FULL
LOAD
rpm

 
FRAME

NO.

EFFICIENCY POWER  
FACTOR CURRENT TORQUE ROTOR

 
J

kg-m2

APPROX.
WEIGHT

 
kg

FULL
LOAD

(%)

3/4
LOAD

(%)

2/4
LOAD

(%)

FULL
LOAD

FULL
LOAD

(A)

LOCKED
ROTOR

(R)

FULL
LOAD
N•m

LOCKED
ROTOR
%FLT

PULL
UP

%FLT

BREAK
DOWN
%FLT

0,37 920 80M 70,0(*) 69,0 64,8 65,0 1,17 5 3,841 230 210 250 0,002 18,0 

0,55 905 80M 70,0(*) 69,7 66,2 69,0 1,64 6 5,804 210 195 250 0,003 19,5

0,75 935 90S 78,9 80,6 79,4 71,0 1,93 9 7,660 210 190 250 0,005 27,5

1,1 930 90L 81,0 81,2 80,5 72,0 2,72 13 11,30 210 185 240 0,007 30,0

1,5 950 100L 82,5 82,9 81,5 72,5 3,62 18 15,08 210 175 250 0,015 41,0

2,2 960 112M 84,3 84,3 82,2 67,0 5,62 29 21,89 190 180 280 0,021 52,5

3 970 132S 85,6 86,1 85,1 79,5 6,36 41 29,54 195 170 300 0,038 74,0

4 970 132M 86,8 87,2 86,3 79,5 8,37 57 39,38 200 185 310 0,051 84,0

5,5 970 132M 88,0 88,0 86,2 73,5 12,3 88 54,15 210 205 345 0,054 87,0

7,5 970 160M 90,0 91,0 90,0 79,0 15,2 110 73,84 235 210 300 0,121 110

11 970 160L 90,3 91,0 90,5 78,0 22,5 170 108,3 295 255 300 0,157 138

15 970 180L 91,2 92,0 92,0 82,0 29,0 200 147,7 215 165 255 0,334 205

18,5 975 200L 92,0 93,0 93,0 80,5 36,1 260 181,2 220 185 265 0,457 263

22 975 200L 92,2 93,0 93,5 81,5 42,3 305 215,5 210 185 265 0,520 283

30 980 225M 93,0 94,0 94,0 83,5 55,8 335 292,3 210 160 240 0,756 343

37 980 250M 93,3 94,0 94,0 85,0 67,3 490 360,6 230 200 280 1,048 458

45 982 280S 93,7 93,7 93,0 85,5 81,1 570 437,6 220 190 280 1,800 600

55 980 280M 94,1 94,1 93,5 85,5 98,7 720 536,0 220 190 280 2,100 660

75 985 315S 94,6 94,6 94,0 85,0 135 910 727,2 220 190 250 3,20 850

90 985 315M 94,9 94,9 94,6 85,5 160 1200 872,6 230 200 260 3,80 1.000

110 985 315M 95,1 95,2 94,7 85,5 195 1500 1066 230 200 250 4,60 1.120

132 988 315L 95,4 95,5 95,2 85,0 235 1700 1276 230 200 250 5,10 1.200

160 988 315L 95,6 95,6 95,2 85,0 284 2000 1547 230 200 250 5,80 1.320

200 988 315D 95,8 95,8 95,5 85,0 355 2500 1933 210 180 240 9,80 1.750

250 988 315D 95,8 95,8 95,5 85,0 443 3100 2416 200 170 240 11,60 2.100

315 990 355C 95,8 95,8 95,5 84,5 562 4175 3039 200 170 280 15,70 2.700

355 990 355C 95,8 95,8 95,5 84,5 633 4425 3424 200 170 280 16,20 2.740

375 990 355C 95,8 95,8 95,5 84,5 669 4630 3617 200 170 280 16,90 2.800

IE3 CI, TEFC, CLASS F, 40°C AMBIENT TEMP. IEC, CONTINUOS DUTY 50HZ 400V

OUTPUT
kW

 
FULL
LOAD
rpm

 
FRAME

NO.

EFFICIENCY POWER  
FACTOR CURRENT TORQUE ROTOR

 
J

kg-m2

APPROX.
WEIGHT

 
kg

FULL
LOAD

(%)

3/4
LOAD

(%)

2/4
LOAD

(%)

FULL
LOAD

FULL
LOAD

(A)

LOCKED
ROTOR

(R)

FULL
LOAD
N•m

LOCKED
ROTOR
%FLT

PULL
UP

%FLT

BREAK
DOWN
%FLT

0,18 705 80M 58,7 53,9 46,2 51.5 0,86 3 2,438 300 275 305 0,003 20,0

0,25 690 80M 64,1 62,0 56,5 63,8 0,88 3 3,460 225 210 230 0,004 21,0

0,37 705 90S 69,3 66,6 62,3 59.0 1,31 5 5,012 195 175 235 0,004 25,0 

0,55 705 90L 73,0 71,5 68,9 63.5 1,71 7 7,450 170 150 220 0,006 29,0

0,75 700 100L 75,0 74,7 70,9 60.5 2,39 10 10,23 225 215 235 0,010 36,0

1,1 695 100L 77,7 78,8 76,8 66.0 3,10 13 15,12 200 190 210 0,015 44,5

1,5 700 112M 79,7 80,2 79,1 69.5 3,91 18 20,46 165 140 205 0,022 55,5

2,2 705 132S 81,9 82,2 79,8 69,0 5,62 31 29,80 230 205 265 0,034 66,0

3 715 132M 83,5 83,2 80,1 63.0 8,23 47 40,07 280 250 325 0,045 75,0

4 720 160M 84,8 84,7 82,5 70,5 9,66 57 53,06 190 170 250 0,086 111

5,5 720 160M 86,2 85,2 83,3 71,5 12,9 78 72,95 200 185 275 0,126 130

7,5 720 160L 87,3 87,3 85,8 71,0 17,5 104 99,48 225 215 295 0,168 155

11 720 180L 88,6 88,6 88,1 78.0 23,0 130 145,9 170 150 210 0,318 203

15 730 200L 89,6 88,9 87,5 78,0 31,0 187 196,2 195 170 230 0,520 299

18,5 735 225S 91,5 92,0 91,0 72,0 40,5 220 240,4 210 185 235 0,669 345

22 735 225M 92,0 92,0 92,0 74,5 46,3 240 285,9 210 170 215 0,756 367

30 735 250M 92,0 92,0 92,0 74,5 63,2 350 389,8 210 170 245 1,141 475

37 736 280S 92,2 92,3 91,5 81,0 71,5 455 480,1 150 130 270 2,100 645

45 736 280M 92,6 92,6 92,1 81,0 86,6 540 583,9 150 130 270 2,400 690

55 738 315S 93,0 93,0 92,3 79,0 108 660 711,7 200 180 250 4,00 900

75 738 315M 93,7 93,8 93,5 79,0 146 885 970,5 200 180 250 5,30 1.060

90 740 315L 94,0 94,0 93,6 80,0 173 1160 1161 200 180 250 6,10 1.180

110 740 315L 94,5 94,5 94,1 80,0 210 1300 1420 200 180 260 7,70 1.320

132 741 315D 94,6 94,6 94,1 80,2 251 1606 1701 140 120 270 8,70 1.650

160 741 315D 94,8 94,8 94,2 80,0 305 2035 2062 140 120 275 10,20 1.800

200 741 315D 95,0 95,0 94,3 80,5 377 2445 2578 140 120 270 11,80 1.950

250 741 355C 95,0 95,0 94,5 84,0 452 3000 3222 130 130 270 17,50 2.650

315 741 355C 95,2 95,2 94,6 84,0 569 3870 4060 130 130 270 20,90 2.800

8 Pole

Note
1. The above are typical values based on tests according to IEC 60034-2-1
2. Tolerance according to IEC 60034-1
3. Efficiency, power factor, speed and torque are the same for other voltages. Current values vary inversely with voltage
4. (*) Efficiency per TECO performance standard (Not IE3)
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